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RLNC1618 1/8 1/16 3/4 .500 5/8 9/32 1.625 PT06-187L12 1/16 .93 RLCNH1618

RLNC1818 1/8 1/8 7/8 .609 11/16 9/32 1.906 PT06-187L12 1/16 1.08 RLCNH1818

RLNC18181 1/8 1/8 7/8 .609 1 9/32 2.218 PT06-187L12 1/16 1.39 RLCNH18181

RLNC1414 1/4 1/4 1 .781 1 7/16 2.562 PT12-250L12 1/8 1.44 RLCNH1414

RLNC1438 3/8 1/4 1 .781 1 7/16 2.562 PT25-312L12 1/4 1.50 RLCNH1438

CAD insertion point

•	 For Cascade assemblies with a stainless steel head, add “-SS” to 
the end of the catalog number. Ex. RLNC1618-SS or  
RLNC18181-SS

•	 For Cascade Heads manufactured out of stainless steel, add “-SS” 
to the end of the head catalog number. Ex. RLCNH1618-SS  
or RLCNH18181-SS

•	 For complete Piston Tube specifications and longer lengths, refer 
to page E-16.

ALTERNATIVE CONFIGURATIONS AVAILABLE

M Head: Brass, Tube & Pipe Nipple: Stainless Steel

•	 Rear Loading Nipple Cascades allow 
easy access to the Piston Tube.

•	 Enables positive adjustment of inner 
tube at assembly.

•	 Includes 12” long Piston Tube and 2” 
long Stainless Pipe Nipple.

APPLICATION GUIDELINES


